
All Advantages at a Glance
Innovative, ultra-flat mixing head for 
reduced cleaning and fast recipe changes

Further reduction of cleaning efforts thanks 
to dust-proof machine components and
omitted base plate

Batch sizes up to 2,000 liters

Innovative injection of liquids 
through the shaft

Technical Data

The data shown in the tables are indicative and must be confirmed by MIXACO.

Container
Mixer i4

Usable
Volume

Total
Volume

CM 150 i4
CM 300 i4
CM 450 i4
CM 600 i4
CM 1000 i4
CM 1300 i4
CM 2000 i4

150
300
450
600

1000
1300
2000

120
240
360
480
800

1040
1600

liters liters

Batch
Size

60
120
180
240
400
520
800

kg

Drive
Power

11
18.5

22
37
55
75
90

kW

Mixing
Time

3-6
3-6
3-6
3-6
3-6
3-6
3-6

min. / Batch

Maximum flexibility & optimal 
homogenization without adhesions

High energy efficiency through the use of 
frequency-controlled energy saving motors

Excellent mixing quality with short 
mixing times & minimal heating

Given the large distance to the mixing head bottom, the tool can be 
cleaned while it is installed without diassembling. The large distance 
to the mixing head and also to the container as well as the innovative 
geometry of the i4 tool minimize material build-ups.

Best Mixing Quality for a 
Wide Variety of Applications

The innovative design of the i4 mixing tool enables a good mixing 
vortex formation, even at moderate circumferential speeds. 
Depending on the application, these speeds range from 4 to 
15 m/s. An outstanding homogenization and excellent output are 
guaranteed.

i4 Mixing Tool

Parameters Bulk Density: 0.5 kg/l Filling Level: max. 80 %

Container Mixer CM i4
Industry 4.0 Container Mixer with Innovative Machine Components

EASIEST CLEANING | MAXIMUM FLEXIBILITY



Details Container Mixer i4 / i4 fleX

No Floor Plate Flat Mixing Head Dust-Protected 
Machine 
Components

Dedusting EX Protection 
ATEX/NEC

Temperature 
Sensor in the 
Mixing Head

All Advantages at a Glance
Large throughput range with 
only one mixer

New and innovative tool and container 
detection system for safe and automated
operation of the mixer

Maximum flexibility & optimal 
homogenization without adhesion

Excellent mixing quality with short 
mixing times & minimal heating

Different container sizes can be used 
in only one discharge station

Technical Data

Container
Mixer i4 fleX

Usable
Volume

Total
Volume

CM 
300/450/600

i4 fleX
CM

800/1000/1300
i4 fleX

CM
1000/1300/2000

i4 fleX

300
450
600
800

1000
1300
1000
1300
2000

240
360
480
640
800

1040
800

1040
1600

liters liters

Batch
Size

120
190
240
320
400
520
400
520
800

kg

Drive
Power

37

75

90

kW

Mixing
Time

3-6

3-6

3-6

min. / Batch

The data shown in the tables are indicative and must be confirmed by MIXACO.

Parameters Bulk Density: 0.5 kg/l Filling Level: max. 80 %

Container Mixer CM i4 fleX
One Mixer for Different Container Sizes
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